
Attachment 7 Emissions Monitoring Program 
 

Substance Units Emission Limit^ Frequency Test Method^ 
Sample Plane Criteria - -  

 
 
 
 
 
 
 

During commissioning 
and 

Two months after commissioning 
and 

Four months after commissioning 
then 

Quarterly (January, April, July and 
October) 

TM-1 
Oxides of Nitrogen (NOx) (as NO2) mg/m3 350 TM-11 

Hydrogen Chloride mg/m3 100 TM-8 

Carbon Monoxide mg/m3 125 TM-32 
Carbon Dioxide mg/m3 - TM-24 

Fluorine compounds (as Hydrogen Fluoride) mg/m3 50 TM-9 

Sulphuric acid mists mg/m3 100 TM-13 

Dioxins and Furans ng/m3 0.1 TM-18 

Type 1 and Type 2 substances in aggregate. antimony, arsenic, 
beryllium, cadmium, chromium, cobalt, lead, manganese, 
mercury, nickel, selenium, tin or vanadium or any compound 
containing one or more of those elements. 

 
mg/m3 

 
1 

TM-12 and 
TM-13 and 

TM-14 

Cadmium (Cd) and cadmium compounds mg/m3 0.2 TM-14 
Mercury (Hg) and mercury compounds mg/m3 0.2 TM-14 

Volatile Organic Compounds (VOCs), as n-propane 1 mg/m3 40 TM-34 1 
Chlorine (Cl2) mg/m3 200 TM-7 
Hydrogen Sulphide (H2S) 2 mg/m3 5 TM-5 2 

PFAS (Analysis on a minimum of 28 PFAS compounds using LC-MS/MS) µg/L - * - 
Ammonia – N 3 mg/m3 - TM-3 3 
Odour 4 - - OM-7 4 

Polychlorinated Biphenyls mg/m3 - - 

Sulphur Dioxide mg/m3 - TM-4 

* - No limit currently set. If further revisions of the PFAS NEPM include an emission limit then the new limit will apply. 

^ - Based on the New South Wales Environmental Operations (Clean Air) Regulations 2010. 
1 - The prescribed method, TM-34, will be used with modification. A moisture removal trap will be placed in front of the solid sorbent media to prevent water from entering the media. Both 

the condensate captured in the trap and the sorbent media will be analysed for VOCs and the results will be combined and reported. 
2 - The prescribed method, TM-5, will be used with modification. A sample of exhaust gas will be passed through a buffer solution to remove any potential SO2 present before being captured 
in a specialised gas sampling bag. 
3 - The prescribed method TM-3 will be used with modification. A moisture removal trap will be placed in front of the media to prevent water from entering the tube. 
4 - The odour samples bags will be diluted beyond the suggested limit in OM-7 (AS4323.3). This is required to avoid condensation forming in the sample bags. 
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